VANLEEUWEN
NEW WINDSOR
ORANGE COUNTY, NEW YORK

ASSUMED VALUES RUNOFF COEFFICIENTS GENERAL INFORMATION
TIME OF CONCENTRATION: 10 min IMPERVIOUS: 0.9 CALCULATED BY: DLK
RAINFALL INTENSITY: 6.5 infhr PERVIOUS: 03 CHECKED BY:
n FACTOR: 0.01 DATE OF COMPLETION:  2/14/2005
PIPE RUN CONTRIBUTING AREAS (ac) AREAS (ac) STORM FLOWS (cfs) PIPE DESIGN INFORMATION PIPE ANALYSIS
FROM PERVIOUS IMPERVIOUS WEIGHTED SUBBASIN CUMULATIVE PEAK FLOW CUMULATIVE SIZE SLOPE MAXQ CALC.Q MAXQ  UTILIZED
AREA AREA C VALUE (SBONLY) FLOW (in) (ftft) (cfs) (cfs) (cfs) CAP (%)

P DRIVEWAY CULVERT 3.43 0.20 0.87 3.63 3.63 20.46 20.46 15 0.0177 30.09 20.46 30.09 67.98%

DRIVEWAY CULVERT 3.02 0.12 0.88 314 6.77 17.90 38.36 30 0.0177 54.57 38.36 54.57 70.30%




